
TC 418X Track Conveyor 
 (60ft x 32”) 

 

• 3 metre Tracks  for site movement 

• 800mm (32”) Belting.  

• 18.4m (60ft) Long conveyor 
• Discharge height up to 8.6m (28ft”) 

SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION    

Hydraulic folding head section 

Tracks 3m Centre x 400 shoe (10ft x 20”) 

ADVANTAGESADVANTAGESADVANTAGESADVANTAGES    
 

• Reduce fuel consumption by up to 80% 

• Eliminate / reduce need for wheel loader 
• Eliminate material double handling 

• Reduce noise, dust and emissions 

Deutz 3 Cylinder D 2011 28.75Kw (38HP) 

Operating angles from 5 - 26 degrees 



For Further Information 

Telestack Limited 

www.telestack.com 

Tel:   +44 (0) 2882 251100 
Email:  info@telestack.com  

Distributed by: 

 

STOCKPILE CAPACITIESSTOCKPILE CAPACITIESSTOCKPILE CAPACITIESSTOCKPILE CAPACITIES    

 

Tonnage based on 1.6 Tonnes/m3 

Typical Maximum single cone stockpile at 26º 

 

 

 

 

Conveyor can be repositioned to build multiple stockpiles. 

Transport Dimensions  

 

 

TC 418X Track Conveyor 
 (60ft x 32”) 

         1035 m3     or     1355 yards 

 1657 Tonnes  or  1827 Ton (USA) 

 Length 11.94m  (38ft 10”) 

 Width  2.25m  (7ft 4”) 
 Height 2.26m  (7ft 5”) 

 Weight 9000kg  19850lbs       

Transport on 1 x Low Loader (Ro Ro)  

Transport  in 1 x 40ft (12m) Container  

Angle Stockpile Stockpile Capacity Capacity Capacity Capacity 
Height Height (m³) (Tonne) (Yards³) (Ton) 

(m) (ft)         

14º 5.17 16ft 4” 255 408 334 450 

17º 5.91 19ft 2” 381 610 498 672 

20º 6.73 21ft 10” 563 900 735 992 

23º 7.54 24ft 6” 790 1265 1035 1395 

26º 8.25 26ft 10” 1035 1657 1355 1827 


